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Section 49.1: bead feed assembly
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Section 49.2: bead feed assembly
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Section 49.3: dosing chamber assembly,
12 count, station 4, single adjustment

Position IIM p/n Description
101 27680 Cover, bead feed bowl
102 9463 Cylinder head cap screw
103 27242 Flat head slotted screw
104 3865 Cylinder head cap screw
105 15830 Guide block, right
108 15835 Plastic machine screw
111 16857 Bar, insert
112 16856 Bowl, dosing chamber
113 8088 Washer
114 9453 Cylinder head cap screw
121 15822 Insert, dosing chamber bar
122 15823 Adjusting screw
123 8535 Spring pin
124 15824 Adjustable knob
125 15831 Guide block, left




Section 49.4: dosing chamber assembly,
12 count, station 4, dual adjustment




Section 49.4: dosing chamber assembly,
12 count, station 4, dual adjustment

Position IIM p/n Description
101 27680 Cover, bead feed bowl
102 9463 Cylinder head cap screw
103 27242 Flat head slotted screw
104 3865 Cylinder head cap screw
105 15830 Guide block, right
106 23123 Adjusting screw
107 23122 Insert, dosing chamber bar
108 15835 Plastic machine screw
109 17428 Knob, adjustment, upgraded with numbers
110 8058 Socket set screw
111 16857 Bar, insert
112 16856 Bowl, dosing chamber
113 8088 Washer
114 9453 Cylinder head cap screw




Section 49.5: dosing chamber assembly,
12 count, station 6, single adjustment




Section 49.5: dosing chamber assembly,
12 count, station 6, single adjustment

Position IIM p/n Description
101 9463 Cylinder head cap screw
102 27242 Flat head slotted screw
103 15823 Adjusting screw
104 8535 Spring pin
105 15824 Adjustment knob
106 15831 Guide block, left
107 15835 Set screw
108 15822 Insert, dosing chamber bar
109 15829 Bar, dosing chamber
110 15830 Guide block, right
111 3865 Cylinder head cap screw
112 9461 Cylinder head cap screw
113 15828 Bowl, dosing chamber
114 8088 Washer
115 9453 Cylinder head cap screw
116 27680 Cover, bead feed bowl




Section 49.6: dosing chamber assembly,
12 count, station 6, dual adjustment




Section 49.6: dosing chamber assembly,
12 count, station 6, dual adjustment

Position IIM p/n Description
101 9463 Cylinder head cap screw
102 27242 Flat head slotted screw
107 15835 Set screw
109 15829 Bar, dosing chamber
110 15830 Guide block, right
111 3865 Cylinder head cap screw
112 9461 Cylinder head cap screw
113 15828 Bowl, dosing chamber
114 8088 Washer
115 9453 Cylinder head cap screw
116 27680 Cover, bead feed bowl
201 23123 Adjusting screw
202 23122 Insert, dosing chamber bar
203 17428 Knob, adjustment, upgraded with numbers




Section 49.7: dosing chamber assembly,
12 count, station 6, adjustment by motor control




Section 49.7: dosing chamber assembly,
12 count, station 6, adjustment by motor control

Position IIM p/n Description
101 9463 Cylinder head cap screw
102 27242 Flat head slotted screw
106 15831 Guide block, left
107 15835 Set screw
108 15822 Insert, dosing chamber bar
109 15829 Bar, dosing chamber
110 15830 Guide block, right
111 3865 Cylinder head cap screw
112 9461 Cylinder head cap screw
113 15828 Bowl, dosing chamber
114 8088 Washer
115 9453 Cylinder head cap screw
116 27680 Cover, bead feed bowl
301 27005 Adjusting screw, square end











































